
Windows XP

● Use FET-Pro430 lite to flash Mecrisp into MSP430 LaunchPad.
● Use a Terminal like TeraTerm to operate Mecrisp.
● Use Notepad+ to write source code.

NOTE: Source code must have CRLF as end of line.
Convert to CRLF befor you use code that has been written in 
Linux - they use LF which does not work with Tera Term

See how it is done



Use FET-Pro430 lite to flash Mecrisp 
into MSP430 LaunchPad.
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Use Notepad+ to convert source code 
so that CR is end of line - never mind its 

Mac, it works with Tera Term and 
Mecrisp).

!



Setup Tera Term to download source code.

!

Note
New-line (receive) 
CR 
Tera Term doesn't convert it. 
CR+LF 
Received CR ($0D) characters are converted to CR+LF ($0D $0A) pairs.
e.g.) If "CR LF" is received, it is converted to "CR LF LF." 
LF 
Received LF ($0A) characters are converted to CR+LF ($0D $0A) pairs.
e.g.) If "CR LF" is received, it is converted to "CR CR LF." 
New-line (transmit) 
CR 
Tera Term doesn't convert it. 
CR+LF 
CR ($0D) characters to be sent are converted to CR+LF ($0D $0A) pairs before they are actually sent. 



Copy&Past source code into Tera Term to download it.
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